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Technical Data

Type : Part A : Grey powder
Part B : White liquid
Color : Grey (A+B)

Composition : Part A : Portland cement, selected
sand, limestone

Part B : Acrylic copolymer

Application Data

Mixing ratio (L/Bag): 2.5 : 1 by volume or 3.6 : 1 by weight

Pot life (25°C) : 30 min

Application : For waterproofing internal and external.
Bathrooms, Toilets and Kitchens, Swimming pools,
Flat roofs and Deck

Use before tilling and wet area waterproofing,

Storage : Keep in dry conditions and away Roof and terrace waterproofing.
from direct sunlight. Temperature Range : 25-40 °C
Shelf life : 12 months after manufacturing date  Area coverage : 2 kg/m?/ 2 coats
Packaging : 23 kg set (A+B) Part A : 18 kg bag,
Part B : 5 liters pail
Test Data Standard Result

Water Impermeability (+) 1.5 bar, 7 Days

Crack Overbridging

Initial tensile adhesion strength

Tensile adhesion strength After water immersion
Tensile adhesion strength After heat ageing

EN 14891-A.7.0 No penetration

EN 14891-A.8.2 > 0.75
EN 14891-A.6.2 > 1.00
EN 14891-A.6.3 > 0.80
EN 14891-A.6.5 > 1.00
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